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(54) Title: METHOD FOR BOILING WORT 

(54) Bezeichnung: VERFAHREN ZUM KOCHEN VON WURZE 




On 
in 

^? (57) Abstract: The invention relates to a method for boiling wort used in the production of beer. According to the inventive method, 

fs| the wort is boiled in a wort copper (1) in which an inner boiler (6) comprising a superimposed thin-film distributor (3) is disposed. 

After boiling and after removal of the cooler sludge in a whirlpool (7), the wort is again placed on the thin-film distributor for 

W evaporation so that the wort copper can also be used as an evaporator. 
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VerofTentlicht: 

— mil intemationalem Recherchenbericht 

Zur Erklarung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
PCT -Gazette verwiesen. 



(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zum Kochen von Wiirze bei der BierhersteUung. Bei dem erfin- 
dungsgemassen Verfahren wird die Wiirze in einer Wurzepfanne (1), in der ein Innenkocher (6) mit einem daruber angeordneten 
Dunnschichtverteiler (3) angeordnet ist, gekochL Nach der Kochung und nach dem Abscheiden des Trubs in einem Whirlpool (7) 
wird die Wiirze nochmals zum Ausdampfen iiber den Dunnschichtverteiler gefahren, so dass die Wurzepfanne gleichzeitig auch als 
Verdampfer wirkl. 



